
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 
 
 

 

 

20VQ 9 A 1 C 20 R 

Description Displacement 
Port 

Connection 
Shaft Type Outlet Port Config  Design 

Rotation 

Series 
 

5.0 = 18cm3rev 

A  = SAE 4 
Bolt 

Flanged 

1 = Keyed 
 

151 = 7/8” 13T 
Splined 

 

(viewed from cover 
end of pump) 

 
A = Opposite inlet port 

 
B = 90° ccw from inlet 

 
C = In line with inlet 

 
D = 90° cw from inlet 

 
 

Design series 

R = CW 
Rotation 

 
L = CCW 
Rotation 

8.0 = 27cm3rev 

9.0 = 30cm3rev 

11.0 = 36cm3rev  

12.0 = 39cm3rev  

14.0 = 46cm3rev 

High Performance 
 
High Speeds of up to 2700rpm 
 
Versatile and compact 
 
Peak pressure 3000 psi 
 
Contaminant tolerant 
 
Quiet Operation 
 
Cartridge design 
 
SAE “A” Mount 2 Bolt 

20VQ Heavy Duty 
Fixed Displacement Vane Pumps 
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 Technical Data 

 

 

 

 

 

 

Type 

USgpm @ 1200rpm 5.0 8.0 9.0 11.0 12.0 14.0 

Displacement Cm3/rev 18 27 30 36 39 46 

Maximum Speed Rpm 2700 2700 2700 2700 2700 2700 

Maximum Flow L/Min 42 64 71 87 98 113 

Maximum Power Kw 18 26 29 35 28 29 

Maximum Pressure Bar 210 210 210 210 160 140 

Weight (kg) 12 12 12 12 12 12 
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